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Pulsare Inferactive Soft Shell

/
" J . - Original Pulsar® thermally applied chevron design 3M™
Scotchlite™ Reflective Tape.
\ - 100% polyester stretchy soft shell outer fabric laminated to inner
/

T

micro fleece.

-Full length YKK® interactive zip front fastening.

-2 hidden vertical pockets with zip closure.

- Protective flap covering main zip.

-Stand up collar design for a professional look.

-Wrap around branded rubber cuff adjusters.

-Waistband with elasticated draw cord for optimum fit.

-Anchorage fastening points at cuffs and neck for a more secure
fit.

-Class 3 breathable and waterproof memibrane sandwiched
between outer polyester and inner micro fleece for wind &
water protection.

-Suitable for use in the automotive industry (car safe).

-Interacts with P421 unlined storm coat.

; Sizes: S - 6XL
Colour: EN471 Yellow
Standards: EN471:2003 Class 3

Quick Size Guide (1o fit chest)

3XL 50" - 65"

S 34"-37" 4XL 55" - 59"

M 37" - 40" S5XL 59" - 63"

L 40"-43" 6XL 63" - 66"
XL 43" - 46"
2XL 46" - 50"

Please note: out sizes may be available through special
production runs.
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Aftercare

W7 X AR

Maximum x 25 wash cycles.

Do not wash in biological powder, wash as synthetics.
40° domestic wash only, hang dry, do not iron.

Do not tumble dry, do not dry clean, do not use bleach.
Do not use fabric softener.

Branding Guide
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25¢cm

Measurements are based on a size small garment.

This should be used as a guide only and before applying any logo
Inc orporo‘ring: you should check to gnsure it fits correctly and does not encroach

on to the refro reflective bands.
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