
BENEFITS

TECHNICAL SPECIFICATIONS

Diameter Diameter

mm inch
4  - 1,59 2,80 286 2,52 257

5  3/16 2,49 4,25 434 3,83 390

6 1/4 3,59 6,00 612 5,40 551

7  - 4,97 8,05 821 7,25 739

8  5/16 6,36 10,1 1030 9,09 927

9  - 8,05 12,6 1285 11,3 1157

10 3/8 9,94 15,4 1571 13,9 1414

11 7/16 12,1 18,5 1887 16,7 1698

12  1/2 14,3 21,6 2203 19,4 1983

14  9/16 19,5 28,9 2948 26,0 2653

16  5/8 25,5 37,5 3825 33,8 3443

18 3/4 32,1 46,2 4712 41,6 4241

20 13/16 39,8 56,1 5722 50,5 5150

22  7/8 48,2 67,1 6844 60,4 6160

24 1 57,2 80,0 8160 72,0 7344

FTP04CR1_mkt

Kg/220m
Tensile Strength

kN   3/strand     kgf kN   4/strand      kgf

The technical characteristics in this table have a character ONLY INDICATIVE.
At SICOR reserves the right to change specifications without notice.

POLYPROPYLENE TWISTED ROPE
Produced from high quality Polypropylene

 Anti-UV Treatment
 Non Toxic
 Good Tensile Strength
 Floats in Water
 Resistant to Rot and Mold
 Balanced and easy to handle
 Flexible and lightweight




