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LOW-PRESSURE FINE SPRAY SYSTEM

The FIREdown SprayJet HV is an innovative water mist spray 
system that cools the source of the fire and suppresses 
flames by effectively displacing oxygen.

The low-pressure water mist (4-8 bar) requires only approx. 
20% of the water quantity of a high-pressure system or a 
normal sprinkler.

The water mist that it produces binds particles and toxic 
fumes and separates them from other areas. The system 
reduces toxic fumes by up to 75%.

Low amounts of water create minimal water damage and 
deliver rapid cooling via maximum heat retention.

Optimal for combating concealed areas and cooling 
components such as Li-Ion batteries, gearboxes and brake 
systems via adiabatic cooling effect. 

The SprayJet HV also acts as a flame arrester and contains 
the spread of fire. 

In addition to the cooling effect typical of water spray systems, 
the very rapid formation of steam in the immediate vicinity of 
the burning material also suppresses flames. The spray mist 
that is produced also prevents the fire from breaking out.

Technical specifications

See reverse      

Cooling technical equipment (e.g. Li-Ion batteries)

Fire retardant

Fire suppression

Fire compartmentation

Heat/fire smoke absorption

Binding toxic and explosive gases

Adiabatic cooling effect

Utility model protection
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NOW ALSO CAN BE COUPLED
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Technical specifications

Slide dimensions (LxWxH) 1205 x 253 x 64 mm 

Slide material Stainless steel 1.4301 

Weight 8.9 kg

Length of push rod 1032 mm 

Connection Storz D/alternatively: 1 inch thread 

Material of nozzles 
Brass, 

alternatively: stainless steel 
(extra charge) 

Recommended working pressure 2 to 12 bar 

Optional accessories

Water hose connection set 
with sheathed stainless steel mesh 
1000 mm with Storz D coupling

Separate pressure reducer

Separate ball valve with filter screen

Stainless steel connection pipe 
500 mm with Storz D coupling

Stainless steel connection pipe 
1000 mm with Storz D coupling

Magnetic mount

bar 1 2 3 5 10

l/min 5.94 8 10.3 13.3 18.8

bar 1 2 3 5 10

l/min 26.7 37.8 46.3 59.7 84.5

Option A

Option BFI
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