
Reusable Flood Water Barrier System

FLOOD
BOXWALL

FLOOD
BOXWALL

Specifications

Height  53cm

Material Polypropylene

Average thickness 4mm

Temperature range -30° to +90°C

Damming ability   50cm

Installation speed 2 people can install 200metres of wall in under one hour

FL-151-174
Straight Section
L x W x H 98 x 68 x 53cm

FL-151-175
Inward Section
L x W x H 
54/21 x 68 x 53cm

FL-151-176
Outward Section
W x D x H
65/34 x 68 x 53cm

QUICK & 
EASY TO 
INSTALL

STACKABLE
FOR EASY 
STORAGE



NOAQ Boxwall is a freestanding, 
reusable temporary flood barrier 
system designed for a fast response 
to flood threats. Ideal for closing off 
roads, streets, pathways, carparks, 
river and canal banks, industrial and 
commercial properties to the threat 
of flooding as well as the control and 
diversion of flood water.

Suitable for use on any firm even 
surface including asphalt, tarmac, 
brickwork, concrete, paving and 
even on grass.
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FEATURES & BENEFITS

r	 Manufactured in hardwearing 
polypropylene

r	 Quick and easy to deploy when 
required in an emergency

r	 Self-anchoring, no additional  
fixings required

r	 The higher the water rises the harder 
the barrier is pressed firm against the 
ground utilising the weight of the water

r	 Two people can assemble 200 metres 
of Boxwall in under 60 minutes

r	 Temperature resistance -30° to +90°C

r	 Stackable for easy transportation and 
storage when not in use

r	 Easily washed down after use for 
deployment in future floods

r	 Corner sections are available to  
create 90-degree bends

FLOOD
BOXWALL INSTRUCTIONS FOR USE:

r	 A Boxwall is built by snapping sections 
one at a time onto the previous one,  
we recommend working from left to right

r	 The coupling between the individual 
boxes has a built-in flexibility of +/-3°, 
which means a Boxwall can be  
drawn in curves

Inward & Outer Sections

r	 For abrupt changes in direction  
corner sections are available, these  
have an angle of 30° and are available  
for both inward and outward corners.  
3 x corner sections will produce a 
90-degree bend

Maintenance

r	 Dismantle the wall by tilting the right-hand 
section (the one with the pin) against the 
left hand one. Wash the sections clean 
using a jet wash or garden hose and 
stand them on their side to dry

Storage

r	 The sections can be stacked  
to take up as little space  
as possible during  
transport and  
storage




